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SIMPLE AUTOMATIC, SEMI AUTOMATIC AND MANUAL
OPERATION WITH FULL CATEGORISATION OF RESULTS

RECALL FACILITY

UNLIMITED STORAGE ON DISK WITH ON-SCREEN HELP

FLEXIBLE SETUP FACILITIES TO PERSONALISE THE TEST

REPORTS PRINTED A4 SIZE ON A TEST OR BATCH BASIS

EASILY UPDATED WINDOWS PROGRAM WHICH LINKS
TO AN OCCUPATIONAL HEALTH DATABASE

STATISTICAL ANALYSIS REPORT GENERATION,
BATCH PRINTOUT AND TREND ANALYSIS SOFTWARE INCLUDED



te the generation of referral
documentation. Trend analysis search, which calculates
annual loss figures to help identify those suffering

accelerated hearing loss.

A full system comprises the Asra Audiometer with

earphones, patient response button, operator microphone, a

PC running Windows and printer. The computer has to have

a free serial or USB port, to link with Asra, but does not

have to be physically beside it.

Asra can be supplied without the computer and printer if

you already have a suitable unit available. It is equally at

home with a stand alone notebook or desktop PC or a fully

networked system.

Frequencies

Accuracy

Harmonic Distortion

Select from 125, 250, 500, 750Hz
1,1.5,2,3, 4,6, 8, 12kHz

+0.1%
1%

Hearing Level Range

-20dB to +120dB

Accuracy + 1dB

Linearity + 1%

Standards Audiometry BS EN 60645
Electrical BS EN 60601
CE Marked

Categorisation H&SE Scheme

Safety Automatic Limitation of SPL

Size: 27 x 6 x 28cm

Power: 110/230/240v 10W

GM Instruments Ltd,

Unit 6, Ashgrove, Ashgrove Road,

Kilwinning,
UK, KA13 6PU

email: gminstruments@aol.com
www.gm-instruments.com

Weight: 2 Kgms

Tel: 01294 554664 Fax: 01294 551154

enquiries@gm-instruments.com



